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79035, Ibeig, Byn. 3eneHa, 238-3

04080, Kwis, Byn. Kupuniscbka, 69-b

69068, 3anopixksa, Byn. DoHBI3iHa, 8

65013, Opeca, Byn. Mukonaiscbka gopora, 140
61177, Xapki, ByN. 3anioT1HCbKa, 10

21012, BiHHuuga, Byn. [laHuna Heyas, 65, 0. 405
25014, KponuneHuUbKuMiA, Np. IHXeHepis, 8, 0. 303
58001, YepHisLi, yn. lepois Mawngary, 33

33009, PiBHe, Byn. MnuHiscbKa, 3-a

Ten./dakc: (032) 297-65-66, 297-01-93
Ten./dakc: (044) 501-28-28, 451-85-10
Ten./dakc: (061) 213-91-26, 213-90-03
Ten./dakc: (048) 717-44-31, 717-44-32
Ten./dakc: (057) 777-66-33, 777-65-79
Ten./dakc: (0432) 68-79-81

Ten./dakc: (0522) 35-76-77, 35-76-88
Ten./dakc: (0372) 55-94-13

Ten./dakc: (0362) 682-682

LS

MODUTECH

Modutech Plastic Chains

Chain Brochure

www.modutech.com.tr



MD 820 chain Series (’
MODUTECH

Straight Running-Single Hinge Chains

MD 820 Technical Information

MD 820 SERIES STRAIGHT RUNNING - SINGLE HINGE CHAINS

WIDTH PLATE THICKNESS
I
PRODUCT CODE (s) TENSILE STRENGTH WEIGHT
| o [ e | om | Kkym ] wm__] Kg/m

MD 820-K325-LF 825 325 4 140 1400 0,84
MD 820-K400-LF 1016 400 4 140 1400 0,95
MD 820-K450-LF 1143 450 4 140 1400 1,05
MD 820-K600-LF 1524 6,00 4,8 140 1400 1,30
MD 820-K750-LF 1905 7,50 48 140 1400 1,55

* Self-lubricating low friction acetal resin, brown-coloured.
* Pins in special chrome-nickel 304 stainless steel

* Standard packing lengths = 80 pitches = 3,048 m

MD 820 Technical Drawings
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MD 821 chain Series £)
MODUTECH

Straight Running-Double Hinge Chains

MD 821 Technical Information

MD 821 SERIES STRAIGHT RUNNING - DOUBLE HINGE CHAINS

WIDTH PLATE THICKNESS
|
EROEHGACEDE (s) TENSILE STRENGTH WEIGHT
mm mch mm Kg/m “ Kg/m

MD 821-K750-LF 1905 7,50 48 270 2700 2,70
MD 821-K1000-LF 2540 10,00 48 270 2700 310
MD 821-K1200-LF 3048 12,00 48 270 2700 3,40

* Self-lubricating low friction acetal resin, brown-coloured
* Pins in special chrome-nickel 304 stainless steel

* Standard packing lengths = 80 pitches= 3,048 m

MD 821 Technical Drawings
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MD 880-879 Chain Series &p MD 880-879 TAB (hain Series &

Standart Radius Sideflexing Chains MODUTECH Standart Radius Sideflexing Chains MODUTECH

MD 880-879 Technical Information . MD 880-879 TAB Technical Information

MD 880-879 SERIES STANDARD RADIUS SIDEFLEXING CHAINS AB SERIES STANDARD RADIUS SIDEFLEXING CHAINS
PLATE PLATE
WIDTH RADIUS
THICKNESS TENSILE STRENGTH WEIGHT THICKNESS TENSILE STRENGTH WEIGHT
PRODUCT CODE (s) (S) L
[ [ | o | o | Kgm [ Wm | Kgm |
MD 880-K325-LF 825 325 4 400 200 2000 0,90 MD 880 TAB-K325-LF 825 3,25 4 400 200 2000 0,95
MD 880-K400-LF 1016 4,00 4 400 200 2000 1,00 MD 880 TAB-K400-LF 1016 4,00 4 400 200 2000 1,05
MD 880-K450-LF 1143 450 4 400 200 2000 110 MD 880 TAB-K450-LF 1143 450 4 400 200 2000 115
MD 879-K600-LF 1524 600 4,8 400 220 2200 1,30 MD 879 TAB-K600-LF 1524 600 48 400 220 2200 1,25
MD 879-K750-LF 1905 750 4,8 400 220 2200 {1559 MD 879 TAB-K750-LF 19058 B750 48 400 220 2200 1,55
* Self-lubricating low friction acetal resin, brown-coloured. * Self-lubricating low friction acetal resin, brown-coloured.
* Pins in special chrome-nickel 304 stainless steel * Pins in special chrome-nickel 304 stainless steel
* Standard packing lengths = 80 pitches = 3,048 m * Standard packing lengths = 80 pitches = 3,048 m
MD 880-879 Technical Drawings / MD 880-879 TAB Technical Drawings  /
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Wide range of high quality
Modutech chains for the most
challenging applications.
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MD 1701 R / MD 1701 TAB R chain Series & MD 600 S / MD 600 TAB S Chain series &p
Multiflex Chains MODUTECH@ Plastic Case Conveyor Chains MODUTECH@
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MD 1701 R 7 MD 1701 TAB R Technical Information MD 600 S 7/ MD 600 TAB S Technical Information
MULTIFLEX CHAINS PLASTIC CASE CONVEYOR CHAINS
WIDTH RADIUS WIDTH
PITCH TENSILE STRENGTH WEIGHT PITCH TENSILE STRENGTH WEIGHT
MD 1701 R 525 2,05 150 255 1,58 MD 600 S 635 43 1,70 400 1,55
MD 1701 TABR 50 525 2,05 150 255 1,65 MD 600 TAB S 63,5 43 1,70 400 1,65
* Self-Jubricating low friction acetal resin, white-coloured. * Self-lubricating low friction acetal resin, white-coloured
* Pins in special chrome-nickel 304 stainless steel * Pins in special chrome-nickel 304 stainless steel
* Standard packing lengths = 122 pitches = 6,10 m * Standard packing lengths = 96 pitches = 6.096 m
MD 1701 TAB R Technical Drawings ~ / MD 600 S Technical Drawings
/
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MD 1701 R Technical Drawings
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Flexi Chain Series (7
MODUTECH

Flexi Chain Series Technical Information

FLEXI CHAIN SERIES

WIDTH PLATE SIDEFLEX
PRODUCT CODE THICKNESS | RADIUS(RS) ISR WEIGHT
Kg/m

FLEXI-K325 -LF 825 3,25 4 140 110 1100 1,25
FLEXI-K450 -LF 1143 4,50 4 160 110 1100 555

* Self-lubricating low friction acetal resin, white-coloured
* Pins in special chrome-nickel 304 stainless steel
* Standard packing lengths = 91 pitches = 3,048 m

Flexi Chain Series Technical Drawings /
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Sprockets (7
MODUTECH

MD 820 sprockets Technical Drawings  / MD 880 Sprockets Technical Drawings /

25
MD 820 21 128 114 3 MD 880 g m 9 £
MD 820 25 152 138 25 MD 880 1 135 121 25
30 30

* Special sprockets and hub size are being
manufactured on your request.

* special sprockets and hub size are being
manufactured on your request.

MD 1701 R Sprockets Technical Drawings / Flexi Chains Sprocket Technical Drawings / 3
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Number
of Teeth

12

o
(mm)

133 115

Bore

40 x 40

Product Code

FLEX CHAIN

(mm)

o Di oul
(mm) | (mm) | Bore (@)
2!

5
MD 1701 R 8 132 107 30
MD 1701 R 10 166 107

Round
Bare (@)
25
30

40 x40 * Special sprockets and hub size are being

25

30

manufactured on your request

* Special sprockets and hub size are being
manufactured on your request,

MD 600 S Sprockets Technical Drawings  /
/

MD 600 8 177|138 35 | f0xA0
MD 600 10 221 176 25 40 X 40
30

* Special sprockets and hub size are being

www.modutech.com.tr
manufactured on your request.






